WATERPROOFING

SOPRASEAL

®

LM 202 VP
WALLS

LIQUID VAPOUR-PERMEABLE AIR BARRIER MEMBRANE

SOPRASEAL LM 202 VP is a single-component, water-based liquid
membrane made from modified rubbers, used as a vapour permeable air
barrier. It provides moisture protection behind wall claddings. Moreover, its
VOC content is low. It can easily be sprayed on most building surfaces, such
as masonry, concrete, wood and gypsum.

Very short curing time
Extended work season due to possible applications below 0 °C
Ideal for rough surfaces
Installation with low pressure spray equipment

SURFACE PREPARATION
The substrate must be clean, solid and free of debris, grease or any
contaminants that may compromise adhesion. SOPRASEAL LM 202 VP is
easily applied by spraying on smooth or uneven surfaces.

ACCESSORY PRODUCTS
SOPRASEAL LM BLOCK FILLER
Apply this water-based block filler in
holes and cracks on uneven concrete
surfaces
SOPRASEAL LT ADDITIVE
A liquid additive that can be mixed with the
liquid membrane for low-temperature
application (between 4 °C and -4 °C)
SOPRASEAL MESH
Install this reinforced nonwoven polyester
fabric design at joints, openings and
details

COLOUR

SOPRASEAL LM 202 VP
Reddish brown

CONTAINER

19 L

COVERAGE RATE

33 m2 to 46 m2 (350 ft2 to 500 ft2)*

WATER VAPOUR
PERMEANCE

0.5 mm (20 mil) wet film thickness:
14 perms
0.25 mm (10 mil) wet film thickness:
18 perms

( ASTM E96 - METHOD B)

*Coverage rates are approximate.
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INSTALLATION INSTRUCTIONS
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Apply one coat of SOPRASEAL LM 202
VP at joints, openings and details.

Mix the product until the substance is
homogeneous. For a low-temperature
application (between 4 °C and -4 °C),
mix with a bottle of SOPRASEAL LT
ADDITIVE.
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Next, apply and saturate SOPRASEAL
MESH* into the wet SOPRASEAL LM
202 VP.

Spray SOPRASEAL LM 202 VP
membrane over the entire surface.

Allow to dry completely, typically two
to four hours (at 25 °C [77 °F] and
50% relative humidity).
*It is also possible to install SOPRASEAL QUICK CORNERS premanufactured corner reinforcement at openings for an even easier and quicker installation.

If you have any questions about this product or its installation,
please contact your SOPREMA representative.
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