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SINGLE-PLY INSTALLATION TWO-PLY INSTALLATION

WATERPROOFING



Thickness

Reinforcement

Dimensions

COLPHENE CSW BG 400

4.0 mm (160 mil)

Double reinforcement

1 x 10 m

Thickness

Reinforcement

Dimensions

COLPHENE CSW BG 500

5.0 mm (197 mil)

Double reinforcement

1 x 10 m

PROPERTIES STANDARDS

Tensile strength, MD / CMD EN 12311-1 ≥ 1250 / 950 N/5 cm

Elongation, MD / CMD EN 12311-1 ≥ 45 / 55 %

Tensile strength, MD / CMD ASTM D7275 25 / 18 kN

Elongation, MD / CMD ASTM D7275 70 / 75 %

Resistance to static puncture EN 12730 L4 ( 25 kg ) ± 5 kg

Resistance to dynamic puncture UEAtc I4

Puncture resistance / Deflection

Puncture resistance / Deflection

ASTM E 154

EN 12236

1250 N / 34 mm

2.85 kN / 44 mm

COLPHENE CSW BG 
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These products do not contain asbestos or tar constituents. 
Tolerance Values According to UE`Atc
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Weight density 

PROPERTIES TEST METHOD UNIT VALUE

ASTM D 4703 0.94g/cm3

ISO 868 89Shore A

ISO 527 > 100%

ISO 527 50MPa

Hardness 

Elongation at break 
Elastic modulus 

ISO 527 6MPaTensile at
100% elongation 

ASTM D 1238 1.7g/10minMelt Index

Density at 25 ºC (77 ºF) 1.07 kg/L

Solid content 80 %

Peel adhesion 
(After water immersion) 792 N/m

Packing 19 L

0.80 / L/m /coatAverage coverage rate

PROPERTIES VALUES (*)
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PROPERTIES SOPRAJOINT WS

Physical State

Dimensional Stability

Softening Point EN 1247 90 oC - 120 oC

> 250 oC

1.9 gm / m3

Insoluble

Pass

Pass

Pass

60 m

Density @ 25 oC

Solubility in Water

Water Absorption

Resistance to Hydrostatic Pressure

Adhesion to Poured in Place Concrete

Chemical Resistance

Burning Point

Auto Ignition Temperature

Solid

Stable

> 220 °C
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Thickness

Reinforcement

Dimensions

COLPHENE CSW BG LAP

4.0 mm (160 mil)

Non-woven polyester

10 x 0.33 m

Roll Dimensions (W)
PROPERTIES UOM VALUES

m 3.0 , 6.0
m 100
m 300 , 600
kg 42 , 84

Roll Dimensions (L)
Square mtr Per Roll
Estimated Roll Weight

SOPRATEX 140 PP

COLPHENE CSW BG LAP

SOPRASTRIP

UN-BONDED

M I D D L E E A S T

WATERPROOFING

■

■

COLPHENE
®

CSW BG
COMPARTMENT SYSTEM FOR WATERPROOFING
UN-BONDED WATERPROOFING APPLICATIONS


